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Equipment Selection Chart 

1. Fume Exhaust Hoods 

Type Material of Construction
 Constant Volume Exhaust (PFH Series)   
 By-Pass Hood with sliding shield (PBH Series)  Epoxy painted Steel 
    304 Stainless Steel 
    Polypropylene 
    Other:  
      

Dimensions
Constant Volume Exhaust Hoods By-Pass Hoods with Sliding Shield

 Size Exhaust 
Volume 

Duct size and 
qty   Size Exhaust 

Volume 
Duct size and 

qty 
 36”w x 78”h 300 cfm (1) 10” collar   36”w x 95”h 750 cfm (1) 10” collar 
 48”w x 78”h 400 cfm (1) 10” collar   48”w x 95”h 1000 cfm (1) 10” collar 
 60”w x 78”h 500 cfm (1) 10” collar   60”w x 95”h 1250 cfm (1) 10” collar 
 72”w x 78”h 600 cfm (2) 10” collars   72”w x 95”h 1500 cfm (2) 10” collars 
 96”w x 78”h 800 cfm (2) 10” collars   96”w x 95”h 2000 cfm (2) 10” collars 
      

Options
  Exhaust Magnehelic Gauge   Chrome Gas/Air/Vac Fixture 
  Electrical Duplex Receptacle    PVC Gas/Air/Vac Fixture 
  Electrical Voltage 220/230V    
  Explosion Proof Electrical    
      

Specialty Options
  Exhaust failure Alarm   DI Spray Gun 
  Trace Metal Construction   Nitrogen Spray Gun 
    Special Process tanks/baths/fixtures 
  Sink: specify size:     
  Polypropylene Gooseneck     
   Direct Valve     
   Remote Valve     
  Other:  
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